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(DEDICATED TO THE PUBLIC.) 

To all 'whom it may concern .' 
Be it known that we, MARY E. PENNING 

TON and HowARD C. PIERCE, citizens of the 
United States of America and employees of 
the Department of Agriculture, said MARY 
E. PENNINGTON residing in the city of Phila~ 
delphia, State of Pennsylvania, (whose post 
of?ce address is Philadelphia, Pennsyl« 
vania,) and HowAnD C. P?nncn residing in 
the city of Worcester, State of Massachu 
setts, (whose post-office address is 1833 
Chestnut street, Philadelphia, Pennsyl 
vania,) have invented a new and useful Im 
provement in Poultry-Cooling Racks, of 
which the following is a speci?cation. 

This application is made under the act of 
March 3, 1883, chapter 143 (22 Stat., 625), 
and the invention herein described and 
claimed may be used by the Government of 
the United States, or any of its officers or 
employees, in the prosecution of work for 
the United States, or by any person in the 
United States, without the payment of any 
royalty thereon. 
Our invention relates to racks for cooling 

poultry after killing. 
The Object of our invention is to provide 

a rack which is inexpensive and simple in 
construction, and one which may be easily 
handled. > 

Our invention is particularly designed to 
quicken the process of cooling poultry after 
killing; removing any uncleanness incident 
to such operation; improving the appear 
ance of the birds; and to make the task of 
sorting poultry less di?icult for the grader. 
These purposes are attained by thepecul 

iar construction of the rack. 
The rack consists of a caster truck form 

ing its base, bearing two upright supports at 
each end which, in turn, support parallel 
bars running lengthwise of the base. On 
these parallel bars are secured wire ?ngers 
or hooks adapted to hold the birds by the 
legs, heads downward. The upright sup 
ports are V-shaped, thus being narrow., in 
Width at the bottom and separated at a dis 
tance at the top. The parallel bars and 
hooks secured thereto are arranged so as to 
permit the heads of the birds on the upper 
rows to clear the bodies of the birds on the 
lower row, thereby preventing any blood or 

drip from falling on the birds hanging upon 
the lower hooks. 
By the use of this rack, the cooling process 

is aceelerated because the birds are separated 
from each other, thus permitting a free cir 
culation of air between the birds. Cleanli 
ness is obtained for the reason that the birds 
touch no surfaces, thereby lessening the 
chance of becoming dirtied or infected. The 
appearance of the cooled birds is improved, 
due to plumping of the breast and giving 
them a more symmetrical shape from hang 
ing by their feet. A more complete bleeding 
is also e?iected as a result of the birds being 
suspended'by their feet. Furthermore, the 
work of the grader is rendored less difficult, 
as the birds being suspcnded in plain view 
on a rack, the sorting of the same for size 
and quality can be readily performed by 
him. 
The nature, characteristic features and 

scope of our invention may be more readily 
understood from the following description, 
taken in connection with the accompanying 
drawings, forming a part hereof, wherein: 
Figure 1 is a plan view of the base of said 

rack, Fig. 2 is'a side view thereof, Fig. 3 is 
an end view thereof, and Fig. 4: is a detailed 
view, showing the arrangement of the ?n 
gers or hooks. 

Referring to the drawings, A represents 
the base of the rack mounted on wheels or 
casters, BB, so as to make the device mov 
able. 
CC are four V-shaped upright supports 

having their bottom ends rigidly secured to 
the base, A. Two of the said upright sup~ 
ports are located at one end of the base, A, 
and two at the other end. The bottom ends 
of said upright supports are arranged close 
together while the top ends are wide apart, 
as shown in Fig. 3 of the drawings. 
Secured to the upright supports, CC, are 

a series of T-shaped slidable sleeves, DD, 
suitably spaced, having projeetions, EE. 
FF represent a plurality of bars running 

parallel with the base, A. These bars, FF, 
are piped and the projections, EE, are 
adapted to enter the interior of said bars 
and ?xedly support the same in the manner 
as shown in Fig. 2 of the drawings. The in 
terior of the upright supports, CC, and 
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parallel bars, FF, are hollow, and said parts 
are preferably made of galvanized iron. TVe 
do not con?ne ourselves solely to the use of 
galvanized iron in the construction of such 
parts, but any other suitable material may 
be employed for said purpose. 
To the plurality of parallel bars, F F , We 

attach a continuous row of steel wire ?ngers 
or hooks, GG. The ?ngers or hooks extend 
horizontally from the bars, FF, and are 
rigidly secured thereto by means of cla?nps 
or bolts, HH. Openings are provided in 
the sides of the said bars, FF, for the re 
ception of the clamps or bolts, I-IH, for 
the adjustment of said ?ngers. These ?n 
gers or hooks, GG, are made of strong steel 
wire and are angular in shape at thäe ends, 
as shown in Fig. 4. The space between .the 
?ngers at the angular-shaped ends is ap 
proximately two inches and at the point 
where the wire is de?ected for the purpose 
of forming the end of said ?ngers the space 
is approximately inch, and it gradually 
recedes until the space' between the hooks at 
the bars is about one-fourth of an inch. 
This construction of the ?ngers permits the 
legs of the poultry to slide readily between 
the hooks and to be held in a ?xed position 
by the resiliency of the steel Wire hooks, GG. 
In practicing our invention we employ a 

base, A, as shown in Fig. 1. 'The parts of 
this base *are preferably made of galvanized 
iron, but any other material su?iciently sub 
stantial in quality and durability, capable of 
supporting the ?'ramework of the rack, may 
be used in the construction of the base. This 
base, A, is then placed on 'wheels or casters, 
BB. To the base, A, we rigidly secure .two 
V-shaped upright supports, CC, at both ends 
and provide such supports with a series of 
T-shaped slidable sleeves, DD. These sleeves 
are secured to the upright supports by bolts. 
Said sleeves, DD, are provided with pro 
jections, EE, for entering the piped bars, 
F F, and supportingthe same parallel with 
the base, A. After the upright supports 
and parallel bars have been properly ar 
ranged and adjusted, we attach to said bars, 
FF, a continuous row of spring steel wire 
?ngers or hooks, GG. The bars, FF, are 
provided with a series of .openings for the 
reception of clamps or bolts, HH, designed 
for securinp; the row of ?ngers or hooks, GG, 
thereto. When the rack is so constructed it 
is only necessary for the operator to hang 
the poultry thereon by passing the legs of 
the birds between the fingers or hooks, GG. 
The birds, when suspended from the hooks 
on the upper rows, clear the bodies of the 
birds on the lower rows, as the parallel bars, 

FF, are not superimposed over each other, 
but each upper bar extends outwardly from 
the lower bars by reason of the V-shaped 
upright supports, CC, inclining outwardly, 
as said supports extend upwardly from the 
base, A. Such arrangement of the parallel 
bars, FF, and of the ?ngers, GG, hold the 
birds so that they can be readily observed 
by the grader, and thus render the work of 
sorting of poultry'for size and quality com 
paratively easy. This means of holding 
poultry while cooling also quickens the cool 
ing operations, as free circulation of air 
around the birds is permitted because they 
are separated from each other. It also pre 
vents the birds from becoming dirtied or 
infected, as they do not touch any surface 
while suspended from the hooks. A more 
complete bleeding` of the poultry is also ob 
tained by reason of the suspension of the 
birds by their feet, and the suspension of 
the birds in this manner also improves the 
appearance of the poultry, as such suspen 
sion produces plumping of the breasts and 
causes the shape of the birds to become sym 
metrical. The use of our rack for holding 
poultry while cooling` is of further advan 
tage to handlers of poultry in that the same 
can be loaded in the killing room and moved 
without delay to the cooling room, thus sav 
ingj much time and labor over present meth 
ods employed for the killing and cooling of 
poultry. * 

Having' thus described our invention we 
claim. as follows: 
A movable poultry rack, consisting of a 

base mounted on wheels, V-shaped upright 
supports rigidly secured to said base, a plu 
,rality of parallel piped bars provided with 
openings in the sides thereof, a series of i 
T-shaped slidable sleeves adjustably ar 
ranged on said V-shaped supports andpro 
vided with projections, said projections 
aclapted to enter-and support said parallel 
bars, a continuous row of spring steel Wire 
?ngers having pointed ends, said ?ngers ex 
tending horizontally from saidparallel bars, 
clamps for entering the openings in said 
bars and rigidly securin?' said ?ngers there 
to, substantially as speci?ed. 
In testimony whereof we af?x our signa 

itures in the presence of the subscribecl Wit 
nesses. 

MARY E. PENNINGTON. 
HOVVARD C. PIERCE. 

\Vitnessesz 
MARY C. HUBEELL, 
Mama S. MOORE, 
J. B. MOCOLPIN, 
C. S. KEY. 

Copíes of this patent may be obtained for ?ve cents each, by addressing the “Gommiss-ioner of Patents, 
Washington, D. C.” 
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